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Abstract
The alloy Mo-_ TRe has favorable mechanical properties at temperatures
above 1_00°C, but it undergoes severe oxidation when used in air with no
protective coating. To shield the alloy from oxidation, platinum cladding
has been evaluated. The unprotected alloy undergoes catastrophic oxidation
under static and dynamic oxidation conditions. The platinum cladding
provides good protection from static and dynamic oxidation for moderate
times at I260°C. Samples tested for longer times under static oxidation
conditions experienced severe oxidation. The data suggest that oxidation
results from the transport of oxygen through the grain boundaries and through
the pinhole defects of the platinum cladding.
Introduction
Molybdenmn-based alloys have the potential for
meeting the materials requirements of many appli-
cations requiring strength values of the order of
140 MPa at temperatures as high as 1300°C. The
addition of rhenium to molybdenum provides greater
ductility and a lower ductile-to-brittle transition tem-
perature than for unalloyed molybdenum (rcf. 1).
The solubility by percent weight of rhenium in
molybdenum ranges from a maximum of 58 percent
at 2500°C to 42 percent at 1000°C, and the esti-
mated solubility at room temperature (from linear
extrapolation) is 26 percent (refs. 2 and 3). The
microstructure over most of the composition range
is a-phase. Two intermediate phases that form in
the Mo-Re system are a a-phase and a x-phase. The
a-phase, Mo2Re3 forms during thermal exposure at
1150°C and higher and reduces the ductility of the
alloy. The x-phase designated MoRea has a limited
homogeneity range.
The alloy Mo-47Re (percent weight) is one al-
loy from the Mo-Re system that is a candidate for
use in hydrogen-fueled engines of hypersonic vehi-
cles. Potential applications for the alloy in engines
include heat exchanger tubes at temperatures up to
1260°C, combustion chamber linings at temperatures
to 1370°C, and hydrogen pressures to 175 atm. The
projected service life at peak temperature in such an
application is about 12 hr. Because of the reactivity
of molybdenum and rhenium with oxygen in air at
high temperatures, some means of protecting the al-
loy must be devised (refs. 4 and 5). One approach to
protecting the alloy is to clad it with a nonreactive
impermeable barrier layer. Platinum is proposed as
a candidate for use as a cladding because of its high
melting point (1790°C) and chemical stability at high
temperature (ref. 5).
This paper presents results from a study of the ox-
idation performance of Pt-clad Mo-47Re. Platinum-
clad samples were tested under static and dynamic
oxidation conditions at 1260°C. A single unclad sam-
ple was tested under dynamic oxidation conditions at
595°C. The static oxidation tests were conducted in
an ambient pressure furnace with laboratory air. The
dynamic oxidation tests were conducted in an electric
arc-heated wind tunnel. Weight change, metallogra-
phy, and microscopy results are presented to show
the effects of oxidation on the alloy and interaction
between the cladding and the alloy.
Material Samples
Samples for this study were provided by United
Technologies, Pratt and Whitney, West Palm Beach,
FL. The Mo-47Re alloy sheet (0.051 cm thick) used
in preparing the samples was obtained from Climax
Specialty Metals in a stress relieved condition. The
nominal weight composition of the alloy is 47 percent
rhenium and 53 percent molybdemlm. Disks of the
alloy were machined as follows: for use in preparing
Pt-clad samples, the disks were 2.03 cm diameter by
0.051 cm thick, and for use without cladding, the
disks were 2.54 cm diameter by 0.051 em thick. The
alloy disks t{nd 0.0178-era-thick Pt foil wcrc wiped
with a plastic scrub and washed in acetone before the
cladding operation. The disks and foil were stacked
so that each alloy disk was located between two Pt
foil pieces. The Pt alloy sandwiches were wrapped in
graphite foil and sealed under vacuum in metal cans.
The graphite foil prevented bonding between the Pt
foil and the metal cans. The cladding operation was
achieved by hot isostatie pressure diffusion bonding
of the disks between the Pt foil for 10 hr at 1094°C
under vacuum (totally encapsulating the disks in Pt).
The clad disks were then cut to produce disks that
were 2.54 em diameter by 0.086 cm thick.
Experiment
Two Pt-clad samples were tested under dynamic
oxidation conditions at 1260°C and 666 Pa for
12.5hr, andonePt-cladsamplewastestedunder
staticoxidationconditionsin a laboratoryfurnacein
air at 1260°Cand1armfor 140hr. Oneuncladsam-
plewastestedunderdynamicoxidationconditionsat
595°Cand666Pafor about15min.
Thedynamicoxidationtestswereperformedin
tile hypersonicmaterialsenvironmentaltestsystem
(HYMETS)at theLangley Research Center (ref. 6).
The HYMETS is a 100-kW constrictor-arc-heated
wind tunnel that uses air plus nitrogen and oxygen
in ratios equivalent to air to produce the test en-
vironment. Figure 1 is a schematic diagram of tile
facility. Samples are mounted on stagnation model
adapters attached to insertion stings so that the flow
of gases is normal to sample surface. A water-cooled
probe that measures the catalytic cold-wall heating
rate and the surface pressure is mounted on a dif-
ferent insertion sting. The temperature of a sample
under test is monitored with a radiometer focused on
the front surface of the sample. The temperature of
the sample is controlled by adjusting tile power input
to the arc.
Range of Test Conditions
Specimen diameter, cm ........................... 2.5
Specimen temperature, °C ............. 800-1500
Surface pressure, Pa ...................... 400-800
Free-stream enthalpy, MJ/kg ................. 4-11
Free-stream Mach No....................... 3.5-4.0
Cold-wall heating rate, kW/m 2............ 80-450
ETest chamber
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Figure 1. Schematic diagram of HYMETS facility.
The range of test conditions that can be achieved
in the HYMETS are shown in figure 1. The
HYMETS environment does not sinmlate the
hydrogen-fueled engine environment.
HYMETS does provide high-speed flowing gas tests
with oxygen, which is of critical concern to using
Mo-47Re alloy in an engine application. The chem-
istry of the HYMETS test environment is not actively
monitored. Equilibrium calculations indicate that
oxygen in the test stream is almost fully dissociated
(>95 percent) and nitrogen is only slightly dissoci-
ated (< 5 percent) (ref. 7); however, energy balance
calculations indicate that the test stream is not in
equilibrium and dissociated nitrogen can be as high
as 20 percent (ref. 8).
The dynamic oxidation tests consisted of 25
30-rain exposure periods where each sample was ex-
posed to the high-energy flowing air environment of
the HYMETS and brought to the test temperature of
1260°C. The time required to reach the test temper-
ature was about 100 see. Each sample was cooled to
room temperature after each 30-rain exposure period
to introduce a cycle effect such as would exist under
service conditions.
The unclad sample was exposed to dynamic oxi-
dation conditions for 15 min at about 595°C, which
is the highest stable temperature that could be
achieved. Oxidation was so severe at higher temper-
atures that the temperature could not be adequately
controlled.
The static oxidation test of the Pt-clad sample
was conducted in a laboratory furnace in air at
1260°C and 1 arm pressure. Weight change data for
samples tested under static and dynamic oxidation
conditions were obtained by frequently weighing the
samples on an analytical balance.
Results and Discussion
Weight change data for short-time and long-time
exposure of Mo-47Re are shown in figure 2. The data
are based on the total surface area of the Mo-47Re
disk. Figure 2(a) shows weight change data for short-
time exposure of Pt-clad alloy under static and dy-
namic conditions. The data labeled Dynamic are for
Pt-clad samples exposed to dynamic oxidation con-
ditions in the HYMETS for 12.5 hr at 1260°C. The
data labeled Static are for Pt-clad samples exposed
for 140 hr in a furnace at 1260°C in laboratory air.
The clad samples experienced low weight loss under
static and dynamic oxidation for exposure periods up
to 12.5 hr, which represents the service life for a heat
exchanger of a hydrogen-flmled engine. The initial
weight increase during static oxidation represents a
sample weight change of about 0.2 mg and may relate
to a slight buildup of stable oxides before weight loss
by volatilization of oxides became important. The
rate of sample weight loss is greater for dynamic ox-
However, the idation than for static oxidation; however, the total
2
wcightlossof about1.25mg/cm2 after dynamic ox-
idation for 12.5 hr represents a material thickness
change of about 100 ttm, which would probably not
be significant in most structural applications.
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Figure 2. VVeight change data of Pt-clad and unclad Mo-47Re
samples under oxidizing condition.
The static data for longer exposure times
(fig. 2(b)) show a significant weight loss with a more
rapid rate of loss at times greater than 25 hr. The
single data point in figure 2(b), labeled "Unclad dy-
namic," is for the 15-min test of a bare Mo-47Re
sample in the HYMETS at 595°C. The unclad sam-
ple experienced a weight loss greater than 25 mg/cm 2
during the brief exposure to dynamic oxidation at
595°C. At temperatures above 595°C under dy-
namic oxidation conditions, the unclad alloy expe-
rienced rapid oxidation and the sample temperature
increased uncontrollably. Because of the difficulty in
controlling the temperature of the sample, this data
point is judged to bc qualitative only; however, it
illustrates the reactivity of unprotected Mo-47Re
alloy even at modest temperatures.
The weight change data for Mo-47Re can be
understood by considering the oxides formed and
their characteristics. When Mo-47Re alloy is heated
in air, it undergoes oxidation to form MoO2 and
MoO3 and numerous oxides of rhenium. The pri-
mary oxide formed in air, MOO3, volatizcs rapidly
at temperatures above 600°C, and the primary ox-
ide of rhenium, Re2OT, volatizes at 360°C (refs. 4
and 5). Thus, because of the high volatility of oxides
that form, unprotected samples exposed to air at high
temperature normally experience a weight loss with
exposure to static or dynamic oxidation conditions.
The surface of samples were examined with a
scanning electron microscope (SEM). Figure 3 shows
SEM micrographs of the surface of Pt-clad samples
before and after static and dynamic oxidation ex-
posure. The surface of samples before exposure is
uniformly flat with elongated markings that were im-
parted to the soft platinum by the graphite foil that
was used to prevent adherence of the samples to the
container in which they were diffusion bonded. The
surfaces of the dynamic and static oxidation sam-
ples are littered with particles which energy disper-
sive spectroscopy (EDS) showed to bc silicon rich.
Possible sources of the silicon are the refractory brick
of the furnace used for the static oxidation tests and
a contaminant in the Pt foil (the Pt foil used for
cladding was not high purity). Pinholes are iden-
tifiable along the cladding grain boundaries of the
dynamic oxidation sample. The grain boundaries of
tile Pt cladding are also much more prominent for the
_tatic oxidation sample than for the dynamic oxida-
tion sample. The prominence of the grain boundaries
of the static oxidation sample resulted from ther-
mal etching or thermal grooving caused by long-term
high-temperature exposure of the sample (refs. 5
and 9).
Cross sections of the samples were examined with
optical microscopy. Figure 4 shows micrographs of
the alloy before and after exposure to static and dy-
namic oxidation. The substrate alloy before oxida-
tion shows the elongated structure that resulted from
rolling of tile ingot to sheet. A fine second phase is
distributed evenly throughout the a-phase matrix.
After the thermal exposure associated with dynamic
oxidation, much of the elongated structure has dis-
appeared and the second-phase particles have in-
creased in size. The second phase is even more
prominent in the sample exposed to static oxida-
tion. Results from wavelength dispersion spec-
troscopy (WDS) analysis of the two phases of the
3
(a) Wilh no oxidation.
PinN Si-rich
particle
25/am Si-rich 3article
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Figure 3. Surface of Pt-clad Mo-47Re samples before and after oxidation exposure,
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Figure 4. Microstructure of Mo-47Re before and after oxidation exposure.
dynamic oxidation sample are shown in table 1.
The elemental composition of the second phase
corresponds to that of the _r-phase (refs. 2 and 3).
Table 1. WDS Analysis of Two Phases of Pt-Clad Mo-47Re
After Dynamic Oxidation for 12.5 hr at 1260°C
Element
Mo
Re
Pt
0
_-phase,
percent weight
26.,I
73.6
0
0
c_-phase,
percent weight
49.0
51.0
o
o
Figure 5 shows optical micrographs of the reaction
layer of samples before and after static and dynamic
oxidation exposure. The thickness of the reaction
layer changes from about 15 ttm before exposure to
oxidation to about 115 #m after the static oxidation
exposure for 140 hr. The reaction layer of the sample
exposed to dynamic oxidation is about 50 ltnl thick.
Figure 5(b) shows clearly that the reaction layer of
the sample exposed to dynamic oxidation consists
of two regions of near equal thickness. The two-
layer structure of the reaction layer is less obvious
in the micrographs of figures 5(a) and 5(c), but this
structure is easily seen under the optical microscope.
Based on known thicknesses of the substrate and
cladding, the boundary between the regions corre-
sponds to the original Pt substratc interface. Table 2
shows WDS analysis results at locations indicated by
the numbers in figure 5(b). Location 3 corresponds
to the original Pt alloy interface. Tile data indicate
clearly that growth of the reaction layer occurs by
diffusion of molybdenum and rhenium from the alloy
into the Pt cladding and by diffusion of platinum into
the alloy.
Table 2. WDS Analysis at Points Fl'om
Pt Cladding to Alloy Substrate
[See fig. 5 for locations]
Element
Pt
Mo
Re
Composition,
percent weight, at location
1 2 3 4 5
100 -- 79 56 39 0
0 18 21 25 50
0 3 23 36 5O
The optical micrographs in figure 6 show a cross-
soction view of samples before and after static oxi-
dation exposure for 140 hr. In figure 6(a), the dark
region at the alloy cladding interface is the thin re-
action zone formed during the cladding process and
is not a void. A large void does exist between the
cladding and the substrate over a significant portion
of the oxidized sample (fig. 6(b)). The separation of
the cladding and alloy that formed the void did not
occur over all regions of the sample. The interface is
perfectly intact in the region toward the center of the
sample. Figure 7 shows higher magnification views
of the micrograt)hs in figure 6. Figure 7(a) is typical
of all areas of figure 6(a) and shows that no void ex-
ists between the alloy and the cladding. Figure 7(b)
shows the region near the center of the sample after
static oxidation for 140 hr (fig. 6(b)). Figure 6(b)
shows that a significant loss of alloy occurred in the
region of the sample edge, and figure 6(a) shows that
before exposure to oxidation the Mo-47Rc disk filled
the region outlined by the Pt foil.
The mechanics causing separation of the cladding
and alloy arc not clear; however, one conjecture is
that oxygen diffuses through the Pt cladding by way
of grain boundaries, pinhole defects (fig. 3), and other
defects in the cladding, and tile oxygen then reacts
with the alloy to form volatile oxides. The extensive
void at the sample edge may be a result of incomplete
Pt-to-Pt bonding at the edge that produced a path
for oxygen to the alloy. The volatile oxides formed
in the oxidation process cause an increase in pres-
sure that causes the separation. Samples exposed to
dynamic oxidation were examined by optical micro-
scope, and there was no evidence of separation of the
cladding from the alloy to form a void.
Figure 8 shows higher magnification micrographs
of the sample in figure 6. These micrographs focus
on a region of the substratc subjected to intense
oxidation attack that has formed a large pit. The
greater intensity of attack probably resulted from a
pinhole defect in the Pt cladding at that point, this
defect resulted in a line-of-sight region of more severe
oxidation. The alloy at the point of the large pit
has a band about 25 #m thick that etched differently
than the remainder of the substrate. Table 3 shows
rcsults of WDS analysis of the substratc and the
region of intense oxidation, which is indicated on
the photomicrograph as areas A and B. The region
of the pit has a high oxygen content. The severity
of local attack observed here points to the potential
significance of any breach of the alloy cladding in an
engineering application.
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Figure 5. Reaction layer of Pt-clad Mo-,iTRe samples beh)re and after oxidation exposure.
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center __
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Figure 6. Pt-clad Mo-47Re samples before and after static oxidation exposure for 140 hr.
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(a) Sample with no oxidation. (b) Sample after static oxidalion for 140 hr,
Figure T. Separation of cladding from alloy of Pt-clad Mo-47Re sample after static oxidation exposure for 1,10 hr.
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Figure 8. Details of intense oxidation attack of Pt-clad Mo-47Re sample after static oxidation exposure for 140 hr.
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Table3.WDSAnalysisofPt-CladMo-47ReAfter
Static Oxidation for 140 hr at 1260°C
[See fig. 8 for location of regions]
Element
Mo
Re
Pt
O
Composition,
percent weight,
A
59.0
41.0
0
0
at area
B
51.i
36.2
0
12.7
Concluding Remarks
Unprotected Mo-47Re alloy undergoes catastro-
phic oxidation when exposed to dynamic oxidation
at 595°C. Platinum cladding in the form of a foil
diffusion bonded to the alloy provides good protec-
tion of the alloy from oxidation during static and dy-
namic exposure for moderate times (about 12.5 hr)
at 1260°C. The weight loss of samples exposed to
dynamic oxidation is substantially greater than for
samples exposed to static conditions. There is no ev-
idence of separation of the cladding from the alloy of
dynamic oxidation samples tested to 12.5 hr. Expo-
sure of Pt-clad samples to static oxidation for longer
times causes severe oxidation of the substrate and
separation of the cladding from the alloy. One model
for oxidation of the alloy proposes oxygen transport
through grain boundaries and pinhole defects of the
cladding. The alloy of samples exposed to long-
time oxidation have regions of more intense oxida-
tion resulting in large pits at the surface, ostensibly
from breaches in tile cladding in those areas. Ther-
mal exposure associated with dynamic oxidation and
static oxidation testing causes a large incrca.se in the
a-phase present in tile alloy.
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